Finnish M61 Gas Mask 



Put the original old filter away, buy a new filter 


Gas Mask Adapter Allows 60mm Masks 
To Use NATO 40mm Filters 
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Name: Special Drager Filter 1140 - Reactor P3 R 
D 


Code: 45947 


Half Masks - Sperian Drager 


Description 

Special Drager Filter 1 140 - Reaktor P3 R D. Suitable against vapours 
and inorganic gases (e.g. solvents) with boiling point above 65°; dusts; 
radioactive iodine, including radioactive iodomethane. 

Suitable for the half-face masks 45540 and for the masks art. 45970 and 
45980. 

The product is designed and manufactured to comply with the essential 
health and safety requirements of Directive 89/686/EEC, and to conform 
to the requirements of EN 14387 EN 143. 

It is classified as PPE Cat. III. 



Category 

III 

Colours 

Available Sizes 

Quantity/Carton 

5 

Important Information 

Before use, make sure that the filter is within its 
expiry date. 

Recommended for 

Suitable for the half-face mask 45540 and for the 
full-face masks art. 45970 and 45980. 

Dexterity 

EC Standards 

EN 143 CE 

EN 14387 CE 

Storage and cleaning 

Keep in a cool dry place, far from heat sources. 
Maximum lifespan: 5 years, if stored properly. 


